
ADDRESS: Williams Tower, 41st Floor, 2800 Post Oak Boulevard, Houston, TX 77056, USA
TEL: +1-646-8512555  EMAIL: info@microaxs.com    WEBSITE:  www.microaxs.com

INNOVATIVE ELECTRONICS &
SAFETY REFERAL

MX HS BLE S401

General Features

• Motorized opening and closing, with 4 to 6 digit customer code, RFID tag and Bluetooth.

• BLE Bi-Master with two code modes: fixed programmable and random single-use opening

Installation, management and maintenance via Bluetooth with a
mobile app controlled by the administrator.

• Maintenance and management with Mobile APP: no limit to the number of events recorded, battery level check,
set-up of the installation, generation of single use master code

• Self-locking GUEST-PRESENCE: in installations with the BLE safe and MICROAXS and Gateway locks, the safe will
only be activated when the room lock is opened by the guest. Whenever any other person enters the rooom,
the safe remains disconnected

• Emergency opening via master code and hidden mechanical key

• Different types of codes and Bluetooth authorizations: temporary, single use, permanent and cyclic

• Low consumption LED interior lighting

• 110º Wide opening hinge to insert belongings without risk of damaging them

• ADA keyboard for the visually impaired

Designed and Commissioned in the U.S.A.
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HIGH PERFORMANCE TECHNOLOGY

Security BI-MASTER offers the administrator two code modes: fixed programmable and random single-use opening

Control, installing the BLE S401 safe, the MicroAxs lock and a Gateway in the same room allows you to manage and
control both devices remotely. A pioneering and exclusive MicroAxs SET that enables the GUEST-PRESENCE
Security Self-lock: the safe is only activated when the room lock is opened by the guest.

Designed and Commissioned in the U.S.A.
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Technical Data

Designed and Commissioned in the U.S.A.

Carbon steel: YES
Steel thickness (mm) Body / Door: 2/5

Display: 6
Inner led: YES

Inner carpet: YES
Alkaline battery (included): 4 AA

Fix: Base and Back
Colour: Black

Optional colour: RAL
Rubber muffler: YES

Left open: OP
Laser cut: OP

Steel bolts: YES
Concealed hinges: YES
Anticorrosive paint: YES

Opening spring: YES
BRAILLE keypad : X

Closing: Motor
Opening: Code, RFID, BLE

PIN code: 4 to 6
Card opening: RFID

Audit (opening + close): Unlimited
Emergency open key: YES

Emergency open master code:
BLE BI-MASTER

Acoustic and visual signal: YES
Audit printer: APP

Unit program handle: APP
Rental activation lock: OP
Rental activation code: X

Emergency opening delay: X
Multizone socket: OP

Power supply: OP
External battery power supply

 Powerbank (Not included)

 FUNCTIONSMATERIAL CHARACTERISTICS

STANDARD (200 x 360 x 220): YES
PAD (200 x 360 x 270): YES

LAPTOP 15 (200 x 430 x 350): YES
LAPTOP 17 (200 x 400 x 480): YES

FOLDER (200 x 430 x 400): YES
AVANT 15 (120 x 400 x 350): YES
AVANT 17 (120 x 400 x 480): YES

Change of dimensions: OP

MODELS | SIZES

CUSTOMISABLE | AD HOC PROJECTS

CHANGE OF DIMENSIONS CHANGE OF COLOUR, RAL CHART LEFT OPENING DOOR


