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This electronic safe is a multi-use model
that is widely established in hotels
around the world.

MX HS PLUS S201

General Features

• Motorized opening and closing

Safe with high-visibility display and high security electronics. Easy to
operate, with different methods of emergency opening and audit trails
to resolve incidents, MX HS PLUS S201 represents versatility in hotel
security and comfort.

Specific project option in your hotel International Experience

•
•
 Audit trail on display, and by printer, for the last 100 openings and 100 closings

Customer code configurable, of 4 digits
• Emergency opening with:

• Máster code
• Mechanical key
• Hand held control unit

 • Emergency electronic delayed opening

• Door with opening spring
• Acoustic and visual signals to facilitate operation for persons with visual or hearing disability

Designed and Commissioned in the U.S.A.
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HIGH PERFORMANCE TECHNOLOGY

Security and comfort in your hotel International Experience

Optional Accessories:
• Low consumption LED interior lighting
• Rental activation lock
• Multizone socket and USB base in interior
• Electrical power, avoids the use of batteries and minimizes maintenance
• External battery power supply
• Braille on keypad

Designed and Commissioned in the U.S.A.

Technical Data

Carbon steel: YES
Steel thickness (mm) Body / Door: 2/5

Display: 4
Inner led: OP

Inner carpet: YES
Alkaline battery (included): 4 AA

Fix: Base and Back
Colour: Black

Optional colour: RAL
Rubber muffler: YES

Left open: OP
Laser cut: OP

Steel bolts: YES
Concealed hinges: YES
Anticorrosive paint: YES

Opening spring: YES
BRAILLE keypad: OP

Closing: Motor
Opening: Code

PIN code: 4
Card opening: X

Audit (opening + close): 100 + 100
Emergency open key: YES

Emergency open master code: YES
Acoustic and visual signal: YES

Audit printer: OP
Unit program handle: OP
Rental activation lock: OP
Rental activation code: X

Emergency opening delay: YES
Multizone socket: OP

Power supply: OP
External battery power supply: OP

 FUNCTIONSMATERIAL CHARACTERISTICS

STANDARD (200 x 360 x 220): YES
PAD (200 x 360 x 270): YES

LAPTOP 15 (200 x 430 x 350): YES
LAPTOP 17 (200 x 400 x 480): YES

FOLDER (200 x 430 x 400): X
AVANT 15 (120 x 400 x 350): X
AVANT 17 (120 x 400 x 480): X

Change of dimensions: OP
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