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MX HS PRO S301

Incorporates advanced security and
management features

An electronic safe built of carbon steel, with motorized opening by
code and confirmation of code and operation on the LED display.
Available in 7 sizes with front, top or front sliding opening.

LED X-MASTER
Lighting Code

General Features

Motorized opening and closing with configurable code of 4 to 6 digits

e Audit trail by software, by control unit and by printer, including room number. Record the last 200 opening events,
and opening and closing attempts
e Emergency opening with:
e X-Master random code generated by the E-Master software (included), with limited validity of 15 minutes
® The control feeds the mechanism in case of exhausted batteries
e Master code
e Mechanical key

Emergency electronic delayed opening

Braille on keypad, acoustic and visual signals to facilitate operation for persons with visual or hearing disability
Low consumption LED interior lighting

Door with opening spring

110° wide opening hinge to introduce belongings without risk of damaging them
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MX HS PRO S301

OMCRCZEG

HIGH PERFORMANCE TECHNOLOGY

Optional Accessories:
e Activation of rent:

software
e Rental activation lock

* Multizone socket and USB base in interior
* Power supply, avoids the use of batteries and minimizes maintenance

State Of the Art: Advanced technological functions for hotels with the highest security standards

e Software E-Rent: allows management of the rental of the safes by activation and validation codes generated by

ACCESSORIES

Technical Data

MATERIAL CHARACTERISTICS

Carbon steel: YES
Steel thickness (mm) Body / Door: 2/5
Display: 6

Inner led: YES

Inner carpet: YES

Alkaline battery (included): 4 AA

Fix: Base and Back

Colour: Black

Optional colour: RAL
Rubber muffler: YES
Left open: OP
Laser cut: OP
Steel bolts: YES
Concealed hinges: YES
Anticorrosive paint: YES

Opening spring: YES
BRAILLE keypad : YES

FUNCTIONS

Closing: Motor
Opening: Code
PIN code: 4 to 6
Card opening: X
Audit (opening + close): 100 + 100
Emergency open key: YES
Emergency open master code: YES
Acoustic and visual signal: YES
Audit printer: OP
Unit program handle: OP
Rental activation lock: OP
Rental activation code:

OP (Software E-Rent)
Emergency opening delay: YES
Multizone socket: OP
Power supply: OP
External battery power supply:
Powerbank (Not included)

MODELS | SIZES

STANDARD (200 x 360 x 220): YES
PAD (200 x 360 x 270): YES
LAPTOP 15 (200 x 430 x 350): YES
LAPTOP 17 (200 x 400 x 480): YES
FOLDER (200 x 430 x 400): YES
AVANT 15 (120 x 400 x 350): YES
AVANT 17 (120 x 400 x 480): YES
Change of dimensions: OP
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