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Overview

e Em-Marin card format /125khz.

® Access control keypad containing 2000 users with code.

e Users can reset private passwords.

e Search fast less than 0.1s.

e Wiegand ouput, support use as a wiegand card reader.

e Use keypad to delete lost cards for safety.

e Short-circuit protect: when relay or alarm output short circuit, it will shut up output in 100ps.
¢ Opening mode: card, code, card +code.

Features
1. Digital backlight keypad, red and blue LED light - illuminate keypad in the dark.

2.Multifunctional device, supports wg26 input/output, can connect external card
reader and access control board.

3.Three unlocking ways, huge storage capacity - 2000 cards and 2000 passwords.
4.External doorbell port which could connect any doorbell

5.Functions:

¢ Digital backlit keypad.

e Double colour LED lights.
e The doorbell button.
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Specification

MX-210MW Metal Waterproof Access Controller

Model

MX-210MW

Verification Method

IP68 Waterproof single door access controller with luminous

Operating Voltage

DC 12V-24V+10%

Opening Mode

Card, Code, Card +Code

Reading Range

3~8cm

Capacity

2000 users

Ambient Temperature -25°C~60°C

Ambient Humidity 10%~90%

Electricity lock output <3A

Alarm output <20A

Qutput short circuit protection <100pS

time

Open time 0 ~ 99 seconds (adjustable)
Dimension 115*80*25mm

Gross Weight

0.54kg
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